CADD TEXT PARAMETERS

MANUAL TEXT PARAMETERS

Reference No. D LV/CO= FT= TX= WT= LS= TJ= Comments Reference No. D Text Size Ragelgog;'zaeph Style Comments
|I| 54 30 50 0 - LB See user note *| |I| 1" D Straight |0 Use Method as Required to Acheive Desired Results
54 30 100 0 - LB See user note *®l| V7% [ 1] Straight |0 Use Method as Required to Acheive Desired Results
54 1 22 6 1l cB N2°407 LAe",‘_%i,’ 3 Straight
[4] 54 I |15 | a | - | cB [4] NS Laray 2 Stralght
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=| LC= Comments
USER NOTES

Reference No. O

Comments

W

For systems which can not support Intergraph's BITSTREAM CELL LIBRARIES, use the

equivalent to Intergraph font 42. Shade the block letters with lines using 8 weight

of 4 and spaced at 2 units apart.

DESCRIPTION OF

]

Abbreviations: LV

LEVEL

COLOR

FONT

TEXT SIZE

- LINE WEIGHT

- LINE SPACING

- TEXT JUSTIFICATION
- ACTIVE CELL

|:| - Text Reference Callout
O - Graphic Reference Callout

O - User Note Reference Callout

A See Std P-00.60 Line Weight

Table for Manual Construction.

Units of measure for 'TX=' and 'LS='
are expressed in feet, (scale - 1"=100" using
ADOT's Standard Working Units.
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